
Sub harmonics On Steroids - The Q10B is an awe-
inspiring sub harmonics unit designed for special effects 
enhancement. You can now add super powerful, low 
frequency effects without using costly hydraulics or bulky 
subwoofers.

Control sound pressure levels throughout your home, 
car, attraction or venue by effectively isolating the low 
end to your seats and flooring. The Q10B virtually 
eliminates low end "resonating" into adjoining areas.

Designed for superior music quality, the Q10B answers 
the need for both accurate low frequency response and 
maximum tactile effect. Music has never been more 
powerful and effective.

Insane Power - One Q10B can easily replace 3, 4, or 
even 5 commonly sold shakers and move 2 or 3 theater 
seats or a sizeable platform.

More Accurate - Designed by world-renowned engineer 
Joseph Sahyoun and team; the Q10B is musically 
perfect, with a tight and distinctive transient response.

Smaller - Only 3 9/16" tall and 6 3/16" wide the Q10B 
can satisfy more space limitations than any other 
transducer on the market.

Almost Indestructible and It's Maintenance Free - 
With only one moving part, and a cast aluminum heat 
sink for heat dissipation and protection, the Q10B is the 
only shaker you'll ever need to buy.

More Bass Less Bucks - The Q10B's unmatched 
combination of power, reliability and afford ability make it 
the most comprehensive solution for your special effect 
needs.

Unparalleled Tactile Performance

MQB-1

MSRP:$325.00

Whether you are at home enjoying your favorite 
movies and music or even video game, the 
MQB-1 Tactile Transducer is the perfect 
solution for deep impact tactile effects.  

The MQB-1 easily attaches to individual theater 
chairs, recliners, sofas, or even large platforms 
that house several chairs. In addition, they can 
be mounted to office chairs and thrones for a 
cool music integration or gaming experience. 

The MQB-1 uses the same impeccable 
technology as its big brother, the Q10B, which 
allows it to be the most powerful, accurate, and 
sensitive Mini Tactile Transducer on the market 
today. At only 3 ½” tall and 3 1/8” in diameter 
including the mounting feet, this unique little hot 
rod can be mounted in almost any location. 
Plus, it stays running cool and efficient for hours 
of perfected effects. 

Sound That Will Move You.
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Receiver or Pre-amp
Subwoofer

XJ-300R

LFE / Subwoofer Out

FEATURES
• No delayed sound effects
• Tactile output is 100% of input signal
• Universal mounts
• Platform mounting
• Chair mounting
• Flat wire aluminum voice coil
• Thermal protection
• Rugged cast aluminum heat sink
• 1.5" excursion @ 22hz
• Enhanced LFE

Rec. Amplifier Power: 20-500 Watts
Impedance: 8 Ohms
Frequency Response: 15 - 50 Hz
Dimensions (HxWxD): 
H = 3 1/2" • 88.9mm
W = 3 1/8" • 79.375mm
D = 3 1/8" • 79.375mm
Bracket Dimensions: 
H = 3” 

    

• 76.2mm
W = 5 3/4" • 146.05mm
D = 5 1/16" • 128.58mm

SPECIFICATIONS

The diagram above is a wiring option for the 
MQB-1. The subwoofer output on the Receiver 
or Pre-amp is bridged to provide power for both 
your subwoofer and the MQB-1.  Enjoy tactile 
effects from your MQB-1 along with bass from 
your subwoofer.  Multiple transducers can be 
bridged from the same output.  

MQB-1 8-Ohm Standard Connection


